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A readily biodegradable neat metalworking fluid.

Available Pack Sizes

Applications

A readily biodegradable, medium viscosity neat cutting oil
based on natural ester technology, offering an improved
environmental profile and potential to reduce disposal
impact. Specifically formulated for light-duty machining
operations, it provides inherently high lubricity, promoting
an excellent surface finish and helping to extend tool life
while improving machining efficiency. The formulation
delivers effective boundary lubrication in low-load
applications, making it particularly suitable for machining
non-ferrous materials such as aluminium. Free from
chlorine, sulphur, mineral oil and heavy metals, it offers
broad material compatibility while reducing the risk of
staining or surface discolouration. The product also
minimises oil mist, helping to improve workplace air
quality, support health and safety requirements and
enhance operator comfort and workpiece visibility.

Recommended by Aztec Oils as suitable for the following
applications

Designed for use in light machining and forming
applications across a wide range of materials, including
aluminium and yellow metals.

Benefits

Chlorine & sulphur free formulation.
High inherent lubricity of natural esters provides strong
boundary lubrication.
Low misting characteristics reduce airborne oil particles,
supporting cleaner working conditions.
Produces a high-quality surface finish while remaining
non-staining on components.
Provides excellent material compatibility, particularly for
non-ferrous materials, helping to minimise the risk of
staining or surface discolouration.
Readily biodegradable, supporting reduced environmental
impact & improved sustainability credentials.

Typical Test Data

Density @ 15°C (kg/m³) ASTM D4052 0.92
Flash Point (°C) ASTM D92 >180
Kinematic Viscosity @ 40°C (mm²/s) ASTM D445 35
Pour Point (°C) ASTM D97 -15

The typical test data provided is taken from average values, there will be some variability in production and therefore do not constitute a
specification.

Recommendations



Recommendations

A Safety Data Sheet is available for consultation at www.aztecoils.co.uk.
Before using the product, it is advised to consult the Metal Working Fluids section of the Government HSE website.
Packaging should not be left exposed to elements and drums should be laid horizontally to prevent contamination.
This product should not be stored at temperatures over 60°C, kept out of direct sunlight, protected from frost and
fluctuations in temperature.
When disposing of the product after use, please protect the environment and comply with local regulations.


