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A medium-term rust preventative designed for
pressing and moulding operations.

Available Pack Sizes

Applications

An oil based, barium free rust preventative sheet coating
oil formulated to provide both corrosion protection and
additional lubricity for pressing and moulding operations.
The enhanced lubricating properties allow many forming
operations to be carried out without the need for
supplementary lubricants, helping simplify production
processes and reduce product usage. Particularly suited to
automotive and general manufacturing applications where
a single product is required to provide temporary corrosion
protection, forming lubrication and easy post-process
removal without interfering with subsequent operations
such as welding or coating.

Suitability

Recommended application temperature is 20-40 °C.
Elevated temperatures may be used where required to
assist product flow and improve filtration efficiency.
Suitable for brush or spray application, with optimal
protection achieved through immersion in a dip tank.
Easily removed using suitable solvents or alkali cleaning
systems.

Benefits

Easily removable without interfering with subsequent
operations such as welding or coating.
Enhanced lubricity supports pressing & moulding
operations, often eliminating the need for additional
lubricants.
Helps simplify production processes & reduce overall
product consumption.
Provides effective temporary corrosion protection for
sheet metal & formed components.

Typical Test Data

Appearance Undyed, amber liquid
Film Type Oil
Film Thickness 2g/m²
Indoor Protection (months) 18
Outdoor Protection (months) 6
Kinematic Viscosity @ 40°C (mm²/s) ASTM D445 30
Solubility Negligible in water, soluble in oil
Flash Point (°C) ASTM D92 >140

The typical test data provided is taken from average values, there will be some variability in production and therefore do not constitute a
specification.

Recommendations



Recommendations

A Safety Data Sheet is available for consultation at www.aztecoils.co.uk.
Packaging should not be left exposed to elements and drums should be laid horizontally to prevent contamination.
This product should not be stored at temperatures over 60°C, kept out of direct sunlight, protected from frost and
fluctuations in temperature.
When disposing of the product after use, please protect the environment and comply with local regulations.


