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High-quality premium lubricant for machine tool
slideways and tables.

Available Pack Sizes

Applications

Premium mineral oil based slideway lubricants
manufactured from high viscosity index, solvent refined
base oils. Enhanced with tackiness, lubricity and friction-
reducing additives, they provide excellent adhesion to
sliding surfaces, prevent stick-slip motion and resist wash-
off by cutting fluids. Offering good EP performance and
corrosion protection, they ensure smooth and precise
machine tool operation.

Performance Levels

DIN 51502 CGLP; ISO 6743-13 GA
Suitable for slideways, tables, carriages, guides and
general lubrication applications requiring a tacky, extreme
pressure lubricant.

Benefits

Advanced EP & tackiness properties.
Protects metals against staining & corrosion.
Excellent stick-slip performance.
Outstanding resistance to oxidation, corrosion & wear.
Superb demulsification properties to readily separate from
water.

Typical Test Data

Density @ 15°C (kg/m3) ASTM D4052 0.85
Flash Point (°C) ASTM D92 >190
Kinematic Viscosity @ 40°C (mm/s²) ASTM D445 32
Kinematic Viscosity @ 100°C (mm/s²) ASTM D445 5.3
Pour Point (°C) ASTM D97 <-25
Viscosity Index ASTM D2207 97

The typical test data provided is taken from average values, there will be some variability in production and therefore do not constitute a
specification.

Health, Safety & Recommendations

A Safety Data Sheet is available for consultation at www.aztecoils.co.uk.
Packaging should not be left exposed to elements and drums should be laid horizontally to prevent contamination.
This product should not be stored at temperatures over 60°C, kept out of direct sunlight, protected from frost and
fluctuations in temperature.
When disposing of the product after use, please protect the environment and comply with local regulations.


